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(c) Alternative methods for determining
efficiency or energy use for distribution
transformers can be found in §429.70 of
this subpart.

(d) Kilovolt ampere (kKVA) grouping. As
used in this section, a ‘““kVA grouping”’
is a group of basic models which all
have the same KVA rating, have the
same insulation type (i.e., low-voltage
dry-type, medium-voltage dry-type or
liquid-immersed), have the same num-
ber of phases (i.e., single-phase or
three-phase), and, for medium-voltage
dry-types, have the same BIL group
rating (i.e., 20-45 kV BIL, 46-95 kV BIL
or greater than or equal to96 kV BIL).
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§429.48 Illuminated exit signs.

(a) Sampling plan for selection of units
for testing. (1) The requirements of
§429.11 are applicable to illuminated
exit signs; and

(2) For each basic model of illumi-
nated exit sign selected for testing, a
sample of sufficient size shall be ran-
domly selected and tested to ensure
that—

(i) Any represented value of input
power demand or other measure of en-
ergy consumption of a basic model for
which consumers would favor lower
values shall be greater than or equal to
the higher of:

(A)The mean of the sample, where:

and, ¥ is the sample mean; n is the number of samples; and x; is the i™ sample;

Or,

(B) The upper 95 percent confidence limit (UCL) of the true mean divided by

1.10, where
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And X is the sample mean; s is the sample standard deviation; n is the number of
samples; and ty o5 is the t statistic for a 95% two-tailed confidence interval with n-

1 degrees of freedom (from Appendix A).
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and, ¥ is the sample mean; n is the number of samples; and x; is the i sample;
Or,

(B) The lower 95 percent confidence limit (LCL) of the true mean divided by
0.90, where
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And X is the sample mean; s is the sample standard deviation; n is the number of
samples; and ty g5 is the t statistic for a 95% two-tailed confidence interval with n-

1 degrees of freedom (from Appendix A).

(b) Certification reports. (1) The re-
quirements of §429.12 are applicable to
illuminated exit signs; and

(2) Pursuant to §429.12(b)(13), a cer-
tification report shall include the fol-
lowing public product-specific informa-
tion: The input power demand in watts
(W) and the number of faces.

[76 FR 12451, Mar. 7, 2011; 76 FR 24778, May 2,

2011]

§429.49 Traffic signal modules and pe-
destrian modules.

(a) Sampling plan for selection of units
for testing. (1) The requirements of
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§429.11 are applicable to traffic signal
modules and pedestrian modules; and

(2) For each basic model of traffic
signal module or pedestrian module se-
lected for testing, a sample of suffi-
cient size shall be randomly selected
and tested to ensure that—

(i) Any represented value of esti-
mated maximum and nominal wattage
or other measure of energy consump-
tion of a basic model for which con-
sumers would favor lower values shall
be greater than or equal to the higher
of:

(A) The mean of the sample, where:

and, X is the sample mean; n is the number of samples; and x; is the i sample;

Or,

(B) The upper 95 percent confidence limit (UCL) of the true mean divided by

1.10, where:
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And X is the sample mean; s is the sample standard deviation; n is the number of
samples; and tg g5 is the t statistic for a 95% two-tailed confidence interval with n-

1 degrees of freedom (from Appendix A).

and

(ii) Any represented value of the en-
ergy efficiency or other measure of en-
ergy consumption of a basic model for

which consumers would favor higher
values shall be less than or equal to the
lower of:

(A) The mean of the sample, where:

183



		Superintendent of Documents
	2012-05-10T11:11:41-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




